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,/' fl New Improved 

Working. Not Selling, Points 

11 imur-i' I t 1—all parts are absolutely Interchangeable. 

I fl Hi i limt ll 2 —easily and quickly handled. 

1 S U It II ! Ill 3—special web construction of Jaws gives greater 

1 m ' | j | |l strength by ^actual test with other vises. Jaws 

' I 1 Mill 4—Jaws"can 8 ^* revolved in a complete circle and 

Vi ! H1H1 llli' ll | I m set at any point, Instead of only at fixed stops. 

Mgjg SSa 5 —jaws can be revolved without loosening or re- 

' u moving work, as in other vises. 

B I! _ 6—can be adjusted at either end for wedge shapes 

“ Instead of only one end. 

7—taper adjustment quickly secured by large 
hand adjusting collar. Can be locked and se- 
Vise in Natural Position curely held. 

11—vises are neatly painted. Attractive In ap- 

8— has set of steel faced jaws firmly riveted pearance. 

in jaws for holding metal. 13 —fully guaranteed In every respect. 

9— jaws have opening capacity of 15 inches. This vise, in position on the side of the work 

10 —a flat rack bar clamping thru a slot in cen- bench is Just flush with the top of the bench. 

ter is used instead of a round rod working In this position it can be unlocked In an instant 
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Vise in Natural Position 


8— has set of steel faced jaws firmly riveted 
in jaws for holding metal. 

9— jaws have opening capacity of 15 inches. 

10—a flat rack bar clamping thru a slot in cen¬ 
ter is used instead of a round rod working 
thru a clamp nut to hold vise at any angle 
within 90 degrees of bench. This insures a 
more rigid support. 
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Metal Lined Jaws 
in Position 


Vise In Upright Position 
With Front Jaw at an 
Angle to Hold Taper 
Work 



and swung into any position to suit the con¬ 
venience of the workman. 

Hence you need never twist or bend yourself 
to suit your work, but just let the vise turn the 
work in any position or direction and hold it 
to suit your comfort. 


Vise in Upright Posi- Vise in Position to 
tion With Angle or Hold Work Above 
Tilting Jaw in Position Level of Bench Top 

No. 1 2 

Size of Vise Jaws, Inches. 7x18 5x14 

Jaws Open, Inches. 15 12 

Weight in Pounds. 86 56 

Net Each .$10.00 $35.00 


Universal Vise 













